r RP Lighting * Fans
P 4931 Paseo Del Norte NE, Albuquerque, NM 87113
LIGHTING - FANS Phone: (505) 821-6964 | (800) 937-6925

Fax: (505) 821-0367 | (800) 207-9509
www.rplighting.com | rplighting@rplighting.com

Test Report of Luminaire

Report No.:
Luminaire Type | 4117-1-WH-35-4K
Lamp Type LED
Client EUT NO. CCT: 3904K, CRI: 82.6Ra
Luminaire Parameters:
Voltage 120.1 Current 0.313
Power: 37.3 Power Factor 0.993
Frequency: 60Hz Tc 4000K
Photometric Parameters
Luminaire Flux 3908.94 Im Luminaire Eff. | Data imperfect...!
Max Intensity 1134.804cd Central Intensity | 1134.804cd
Angle of Max Intensity: | C:0 G:0
Upward Flux Ratio 0.0%

Downward Flux Ratio -390893.6%
50%Imax Beam Width C0_180[ 65.9 ,-62.5] C90_270[ 64.8 ,-65.9]

Remark

Luminaire Figure

Type of Sample:4117-1-WH-35-4K Page 1
Tested by: SENSING GMS1800B TestDate:2020-11-09 Operator:Operator
Humidity:65 % Temperature:25? Test distance:18.27m



RP Lighting + Fans

Photometric Data Table [Unit:cd] 4117-1-WH-35-4K

C\G 0 5 10 15 20 25 30 35 40 45
0 1134.8 1129.2 1115.9 1095.2 1066.8 1032.1 994.0 949.0 899.6 845.5
5 1134.8 1129.2 1115.2 1095.2 1067.1 1032.8 993.0 949.0 899.2 844.8
10 1134.8 1129.6 1116.2 1095.2 1066.8 1032.1 992.0 946.3 895.9 841.2
15 1134.8 1130.6 1116.9 1094.2 1065.8 1029.4 988.0 941.0 889.6 832.8
20 1134.8 1129.6 1115.5 1093.8 1064.1 1027.1 983.4 934.0 880.5 821.1
25 1134.8 1129.2 1114.2 1091.5 1061.1 1022.7 9717.0 925.3 868.9 806.8
30 1134.8 1129.2 1114.2 1090.5 1057.8 1018.1 971.3 9159 855.8 791.1
35 1134.8 1129.2 1113.2 1088.2 1054.5 1013.4 964.3 907.6 845.5 777.1
40 1134.8 1128.6 1112.5 1086.5 1052.1 1009.4 958.3 900.2 834.8 764.7
45 1134.8 1129.2 1111.5 1085.8 1049.4 1006.1 954.3 893.9 827.5 755.0
50 1134.8 1129.2 1110.5 1084.5 1048.4 1004.0 951.3 890.9 824.1 750.0
55 1134.8 1128.9 1111.2 1085.2 1048.8 1004.7 951.6 892.9 825.5 752.0
60 1134.8 1128.6 1112.2 1085.2 1050.4 1006.7 954.6 895.9 830.8 758.7
65 1134.8 1129.2 1112.5 1085.8 1051.8 1010.1 959.3 902.6 839.5 769.4
70 1134.8 1126.9 1111.9 1087.8 1054.5 1014.4 965.7 910.3 849.2 783.1
75 1134.8 1122.5 1109.2 1087.8 1057.1 1018.4 970.7 918.6 860.5 798.1
80 1134.8 11259 1111.9 1090.2 1060.1 1022.7 971.3 927.3 872.2 812.5
85 1134.8 1128.9 1114.5 1092.2 1062.8 1025.7 983.0 935.3 882.2 825.1
90 1134.8 1129.2 1114.2 1092.5 1063.8 1028.1 987.7 941.6 890.9 834.1
95 1134.8 1129.2 1114.2 1093.2 1064.5 1030.4 990.0 945.0 895.2 840.5
100 1134.8 1128.2 1114.5 1092.5 1064.8 1030.4 990.4 946.3 896.9 841.8
105 1134.8 1127.9 1114.2 1092.5 1063.8 1028.7 988.7 943.6 893.9 839.2
110 1134.8 1127.2 1112.2 1090.8 1062.1 1026.1 985.7 939.0 887.6 832.1
115 1134.8 1127.6 1112.2 1089.5 1058.8 1022.1 979.7 931.9 878.9 820.8
120 1134.8 1126.6 1110.9 1087.5 1055.8 1018.1 972.7 921.9 867.5 807.8
125 1134.8 1126.6 1109.5 1084.5 1051.8 1011.7 965.0 911.9 854.2 791.8
130 1134.8 1125.9 1108.9 1082.2 1047.8 1006.7 957.7 901.6 840.5 774.7
135 1134.8 1125.5 1106.9 1080.2 1044.4 1001.7 950.3 892.6 827.8 759.7
140 1134.8 1125.9 1106.5 1078.5 1042.1 996.4 944.6 884.6 819.1 747.0
145 1134.8 1125.2 1106.2 1077.5 1040.1 994 .4 941.0 879.9 811.5 737.7
150 1134.8 1124.9 1105.9 1076.5 1039.4 993.7 939.6 877.2 809.4 734.7
155 1134.8 1125.5 1106.2 1077.8 1039.8 994 .4 940.0 879.5 811.8 738.0
160 1134.8 1125.5 1107.5 1078.5 1042.1 997.0 944.0 885.2 818.8 747.4
165 1134.8 1125.9 1107.9 1080.8 1045.1 1002.4 951.3 892.6 829.5 759.0
170 1134.8 1122.5 1107.2 1083.2 1049.1 1007.1 958.3 902.2 841.2 774.7
175 1134.8 1122.2 1106.9 1084.2 1052.8 1013.1 965.7 913.3 854.8 792.4
180 1134.8 1125.2 1110.2 1087.5 1057.8 1018.7 974.0 9239 868.5 809.1
185 1134.8 1128.2 1112.5 1089.8 1060.5 1023.7 981.0 933.0 880.2 823.1
190 1134.8 1127.9 1113.5 1092.2 1064.1 1027.4 986.7 941.6 889.9 834.1
195 1134.8 1128.2 1114.5 1094.2 1065.8 1030.4 991.4 946.3 896.9 842.5
200 1134.8 1128.9 1114.5 1094.8 1066.8 1031.8 993.7 949.6 899.2 845.5
205 1134.8 1128.6 1115.2 1094.5 1066.5 1032.4 993.0 949.0 899.9 845.2
210 1134.8 1128.9 1115.5 1094.2 1066.5 1032.4 993.4 949.0 900.2 845.8
215 1134.8 1128.9 1115.2 1094.2 1066.5 1031.8 993.4 949.6 899.6 845.5
220 1134.8 1128.2 1114.5 1094.2 1066.8 1031.8 993.4 949.0 899.9 845.8
225 1134.8 1127.9 1114.9 1094.8 1066.5 1032.4 993.4 949.6 899.6 845.5
230 1134.8 1127.9 1114.5 1093.8 1066.8 1032.1 993.4 949.3 899.6 845.8
235 1134.8 1127.9 1114.5 1093.5 1066.5 1033.1 993.7 949.0 899.2 845.5
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RP Lighting + Fans

Photometric Data Table [Unit:cd] 4117-1-WH-35-4K

240 1134.8 1127.2 1114.9 1094.2 1066.8 1032.4 993.4 949.0 899.9 845.8
245 1134.8 1128.6 1114.9 1093.8 1066.5 1032.1 993.0 948.6 899.9 845.5
250 1134.8 1127.9 1114.2 1094.5 1066.5 1032.4 994.0 949.0 899.6 845.5
255 1134.8 1128.2 1114.5 1093.8 1067.1 1032.1 993.4 949.0 899.6 845.5
260 1134.8 1127.9 1114.2 1094.2 1066.1 1032.4 993.4 949.0 899.6 845.5
265 1134.8 1127.9 1114.5 1094.2 1066.5 1032.1 993.0 948.6 899.2 844.8
270 1134.8 1127.9 1114.5 1093.8 1066.1 1031.8 992.7 948.6 899.2 845.2
275 1134.8 1127.6 1113.9 1094.2 1066.1 1031.4 993.4 949.0 899.2 845.5
280 1134.8 1127.6 1114.2 1093.5 1066.1 1032.1 993.0 949.0 899.6 845.8
285 1134.8 1127.9 1114.2 1093.2 1066.5 1031.4 993.4 949.0 899.6 844.8
290 1134.8 1127.6 1114.2 1093.5 1065.8 1031.8 992.7 949.0 899.6 845.8
295 1134.8 1127.6 1114.2 1093.2 1065.5 1031.8 993.0 948.6 899.6 845.5
300 1134.8 1128.2 1113.9 1093.2 1065.8 1032.1 992.7 948.3 898.9 845.2
305 1134.8 1127.6 1114.5 1093.5 1065.8 1031.8 993.7 948.6 899.6 845.2
310 1134.8 1127.6 1114.2 1094.2 1066.5 1031.8 993.4 949.3 899.9 845.5
315 1134.8 1127.2 1114.2 1093.8 1065.8 1031.8 993.0 948.6 899.6 844.8
320 1134.8 1127.6 1114.2 1093.5 1065.8 1031.4 992.7 948.6 899.9 845.5
325 1134.8 1127.6 1114.2 1092.8 1065.5 1032.4 992.7 949.0 899.2 845.2
330 1134.8 1126.9 1114.2 1093.8 1066.1 1031.8 993.0 949.3 899.2 844.8
335 1134.8 1127.9 1114.2 1093.5 1065.8 1031.8 992.7 948.3 899.9 845.2
340 1134.8 1126.9 1113.5 1093.8 1066.1 1032.1 993.4 948.3 899.2 845.2
345 1134.8 1126.9 1114.2 1093.2 1066.1 1031.4 992.7 949.0 899.2 845.2
350 1134.8 1126.6 1113.9 1093.5 1066.1 1031.8 993.0 948.0 899.2 844.8
355 1134.8 1126.6 1113.5 1093.2 1065.8 1032.1 993.0 948.6 899.6 845.2
360 1134.8 1129.2 1115.9 1095.2 1066.8 1032.1 994.0 949.0 899.6 845.5
C\G 50 55 60 65 70 75 80 85 90
0 786.4 722.7 654.2 581.5 506.4 431.9 359.5 291.7 247.7
5 785.7 722.3 654.2 580.8 505.7 430.9 358.8 290.4 245.7
10 781.1 716.7 648.6 573.8 499.4 4243 351.2 282.8 237.5
15 771.4 706.0 637.2 562.4 486.7 410.2 337.1 268.2 222.3
20 757.7 691.3 620.5 545.4 467.6 390.5 316.8 246.8 200.9
25 741.4 672.3 599.2 5224 443.9 364.8 290.4 219.6 173.7
30 722.7 650.9 574.8 495.3 415.6 335.1 258.7 187.5 141.9
35 704.3 628.2 549.1 466.3 384.2 301.7 2233 150.9 106.1
40 688.9 608.2 524.4 4379 350.8 2654 184.9 111.7 68.4
45 676.9 593.5 506.4 415.2 322.8 232.0 142.7 72.7 32.8
50 671.3 586.1 496.7 403.9 309.1 213.6 119.7 46.2 11.0
55 673.3 589.8 501.4 409.9 316.8 223.6 133.7 63.2 25.3
60 682.3 600.8 515.7 428.9 340.5 253.3 167.6 99.0 58.2
65 695.6 618.5 5374 455.3 370.8 287.4 204.4 136.8 95.0
70 712.6 639.2 561.8 483.0 401.6 319.8 238.9 172.6 130.6
75 731.0 660.2 585.8 509.7 429.6 349.1 270.2 204.8 163.2
80 747.7 680.3 607.8 532.7 454.0 374.8 297.2 232.5 191.1
85 762.4 696.3 626.2 551.1 473.3 395.9 319.3 255.2 214.1
920 773.4 708.3 639.2 564.8 488.0 411.6 335.5 271.9 231.1
95 780.7 715.7 646.9 572.8 496.4 420.9 345.2 282.1 241.5
100 782.4 718.0 649.2 5751 499.0 423.9 348.4 285.6 2454
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RP Lighting + Fans

Photometric Data Table

[Unit:cd] 4117-1-WH-35-4K

105 779.1 715.3 646.2 571.8 496.0 420.2 345.2 282.4 242.2
110 771.4 706.6 637.9 562.8 486.3 410.6 335.3 2723 232.6
115 759.7 693.0 622.9 548.1 470.6 394.5 318.5 255.6 216.4
120 743.4 675.9 604.2 528.1 450.3 372.8 296.0 233.1 194.3
125 725.3 655.2 581.1 504.0 4249 345.8 268.2 204.9 166.6
130 705.0 631.9 554.8 475.7 395.5 3154 2359 172.2 134.4
135 685.6 608.8 528.4 445.6 362.5 281.1 199.8 135.6 98.9
140 670.3 588.5 504.4 416.9 330.1 244.7 161.5 96.8 62.1
145 658.9 574.5 486.3 394.5 302.1 212.0 124.6 59.4 28.8
150 654.2 569.1 479.0 385.2 290.7 195.9 104.4 36.5 12.4
155 658.9 574.5 486.0 394.9 302.1 210.6 1234 57.9 27.3
160 669.9 588.1 503.4 417.2 329.5 243.7 160.3 95.6 60.3
165 685.3 608.5 527.7 445.9 362.5 280.1 199.1 134.7 97.2
170 705.0 631.5 554.8 476.3 395.5 314.8 235.7 171.7 132.9
175 725.3 654.6 581.1 505.0 425.6 346.5 269.1 205.2 165.5
180 744.7 676.9 604.8 530.1 452.3 374.8 298.2 234.4 193.6
185 761.0 694.6 625.2 551.1 474.7 398.2 3219 258.2 216.5
190 774.4 709.6 640.2 566.8 491.3 415.9 340.0 276.0 2334
195 783.1 719.0 650.2 576.8 502.4 427.6 351.8 287.4 243.9
200 786.1 723.0 654.6 581.1 507.0 431.9 356.3 291.7 247.7
205 786.4 723.3 654.6 581.5 507.0 431.9 356.4 291.8 247.7
210 786.4 723.3 654.6 581.5 507.0 432.3 356.5 291.8 247.6
215 787.1 723.3 654.6 581.5 507.0 431.9 356.5 291.8 247.6
220 786.4 723.0 654.6 581.5 507.0 431.9 356.4 291.8 247.6
225 786.7 722.7 654.6 581.5 507.0 431.9 356.5 292.0 247.7
230 786.4 722.7 655.2 581.8 506.7 431.9 356.4 291.7 247.6
235 786.4 723.3 654.6 581.5 507.0 431.9 356.5 291.7 247.8
240 786.4 723.0 654.6 581.5 506.7 4323 356.6 291.7 247.7
245 786.4 723.0 654.6 581.5 506.7 431.9 356.5 291.6 247.5
250 786.4 723.0 654.9 581.5 506.7 431.9 356.4 291.8 247.6
255 786.1 723.7 654.9 581.5 507.0 431.9 356.5 291.8 247.6
260 786.4 723.0 654.6 581.1 506.7 431.9 356.5 291.6 247.7
265 786.7 722.7 654.2 580.8 507.0 431.9 356.3 291.7 247.7
270 786.4 722.7 654.6 581.1 506.7 431.9 356.3 291.8 247.6
275 786.1 723.3 654.9 581.1 506.7 432.3 356.5 291.8 247.5
280 786.4 723.0 654.6 581.8 506.7 431.9 356.5 291.8 247.7
285 786.4 723.0 654.6 581.1 506.7 431.9 356.5 291.8 247.6
290 785.7 723.0 654.6 581.1 506.7 431.9 356.3 291.7 247.5
295 786.7 723.3 654.2 581.5 507.0 431.9 356.4 291.8 247.7
300 786.1 722.7 654.6 581.1 507.0 431.9 356.2 291.7 247.7
305 786.1 723.3 654.6 580.8 506.7 4323 356.4 291.8 247.6
310 786.4 723.0 654.6 581.5 506.7 431.9 356.5 291.8 247.6
315 786.1 722.7 654.6 581.5 507.0 431.9 356.3 291.8 247.6
320 786.1 722.7 654.6 581.5 506.7 431.6 356.5 291.7 247.6
325 786.1 722.7 654.6 581.1 506.7 431.6 356.4 291.7 247.6
330 786.1 722.7 654.9 581.1 506.7 431.9 356.2 291.6 247.4
335 786.1 723.0 654.6 581.5 507.0 431.9 356.5 291.6 247.6
340 786.1 723.0 654.6 581.1 506.7 431.9 356.4 291.6 247.7
345 786.4 722.7 654.9 581.1 507.0 431.9 356.3 291.5 247.6
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RP Lighting + Fans
Photometric Data Table

[Unit:cd] 4117-1-WH-35-4K

350 786.7 723.3 654.2 581.1 507.0 431.9 356.3 291.8 247.5
355 786.1 722.3 654.6 581.1 507.0 432.3 356.4 291.7 247.4
360 786.4 722.7 654.2 581.5 506.4 431.9 359.5 291.7 247.7
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RP Lighting + Fans

Zonal Flux 4117-1-WH-35-4K

Gamma Imean Zonal Flux Sum.Flux Zonal Flux Sum.Flux
[°] [cd] [Im] [Im] [%] [%]
0 1134.80 0.00 0.00 0.00 0.00
5 1127.54 27.05 27.05 -2704.57 -2704.57
10 1112.81 80.14 107.19 -8014.42 -10718.99
15 1090.32 130.69 237.88 -13068.77 -23787.74
20 1060.21 177.23 415.11 -17723.40 -41511.13
25 1023.00 218.49 633.60 -21849.09 -63360.24
30 979.95 253.48 887.08 -25347.53 -88707.78
35 931.04 281.41 1168.49 -28140.70 -116848.47
40 876.83 301.63 1470.11 -30162.93 -147011.44
45 817.54 313.73 1783.84 -31372.63 -178384.16
50 753.51 317.45 2101.29 -31745.31 -210129.44
55 685.23 312.83 2414.13 -31282.92 -241412.48
60 612.54 299.98 2714.10 -29997.54 -271410.13
65 535.65 279.13 2993.23 -27912.77 -299322.80
70 457.31 251.43 3244.66 -25142.62 -324465.55
75 379.01 218.60 3463.26 -21860.25 -346325.85
80 301.35 182.05 3645.31 -18204.62 -364530.57
85 235.80 145.96 3791.26 -14595.62 -379126.20
90 193.98 117.68 3908.94 -11767.79 -390893.90
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RP Lighting + Fans

Coefficient Utilization Curve 4117-1-WH-35-4K
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Test distance:18.27m
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Light Distribution Curve[Unit: cd]
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RP Lighting + Fans

ISO-Candela V-H [Unit :cd] 4117-1-WH-35-4K
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Tested by: SENSING GMS1800B

Humidity:65%



RP Lighting + Fans
Iso-Lux [Unit :Ix] 4117-1-WH-35-4K

10

100.87

79.44 (6,

80 % Emax)

3 % Emax)

63.04 (50 %Emax)

31.52 (2

5 % Emax)

20.17 ( IE % Emax)

12.61 (1

% Emax)

10.

10.

8 6. 2. 4. 8.
Units: Ix
Height: 3 m
Max Illuminance : 126.091x
Type of Sample: 4117-1-WH-35-4K Page 10

Tested by: SENSING GMS1800B
Humidity:65%

TestDate:2020-11-09
Temperature:25?

Operator:Operator
Test distance:18.27m

10.



RP Lighting + Fans

Lux-Distance Curve

1.m 1134.80 |- A 413.72cm

2.m 283,70 1« LA B2 4dcm

a.m 126.09 (2 m 1241 16bcm

4.m F0.93 = L 1 1654.88cm

. 4539 |« }/\% f—/\ 2068.60crm

Height Hluminance Diameter

Beam Angle:128.40 Deg
¥Z§t§gi§azgi§S?;gé%ﬁlé%f}gK TestDate:2020-11-09 Operator:Operator Page 1

Humidity:65 % Temperature:25? Test distance:18.27m





